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/ S, Xy GENERAL NOTES
1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT FINAL SIDEWALK FLASHING
OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR OPERATION

OPEN SECTIONS. TO MEET CLEARANCE AS SPECIFIED IN MD 816.03. MD 818.01,
MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR
TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE CONSTRUCTION SO
THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL
WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED
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( PHASING NOTES:

1.\’EHASES ASSGCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. @SE{? ASSOCTATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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GENERAL NOTES CONT.

| / 3. INSTALL LOOP DETECTORS PRIOR TO THE INSTALLATION OF PAVEMENT MARKINGS.
- (. SERST, TOSIONING ANO MARKING PLANS FOR ADDITIONAL DETAILS
PEPCO . VERIFY GEOMETR OR LLING N UurPm .
Q: ?E“S"‘%XELEmBABEE?PA“ WIRE. SIGNAL HEADS AND SIGN. T~ . _[56422-5252 5. élEL HANDHDLESSEBALL BE INSTALI‘gED AT FINAL gRéDE.
- - T 6. MOVE AND DI SE OF ALL UNUSED SIGNAL CABLE.
C. éngAgtEévéw: LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR ~— 7. THE SI?NQE CONTRACTOR S?ALL DE¥ERMI¥%OIF ANgIWDRK Eg DTHERTCONTEéCgUES
—F - CAN NO COMPLETED UNTIL INSTALLA N OF GNAL UIPMENT IS MPLETE.
D. {NSEﬁLhﬂF;;UEXFEﬁgj;UE}“%% 6—3 WINDING) QUADRUPOLE TYPE LOOP DETECTOR ENCASED THE SIGNAL GONTRACTOR SHALL NOTIFY OTHER CONTRACTORS OF THIS WORK.
E. INSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC :
PAVEMENT MARKING (STOP LINE). ' -
F. INSTALL 6 FT. x 6 FT. (4-TURNS) LOOP DETECTOR ENCASED IN '/4 IN. FLEXIBLE TUBING. _
G. REMOVE EXISTING HANDHOLE. ULTIMATE SIGNAL - TSP-2
H. INSTALL 3 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED). REVISIONS APPROVALS /]
<. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. C " CAL CONDUIT (BORED). f""" MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
. . : . . : . <<// ) . .
L. USE EXISTING HANDHOLE. \ o Office of Traffic & Safely
M. USE EXISTING CONDUIT. | | | | ] TEAM LEABERN: TRAFFIC ENG!NEQNG\’ SIGN DIVISION _
N. USE EXISTING STEEL POLE AND MAST ARM. | - R EEND OF [UNDERGROLIND N TRAFFIC ENGINEERING DESIGN DIVISION
0. CAP AND ABANDON EXISTING CONDUIT. O
P. ABANDON EXISTING LOOP DETECTOR. | AERIAL CABLE A “R&_A N Y o == e e TRAFFIC SIGNALIZATION PLAN
Q. REMOVE EXISTING 40 FT. CLASS 1l WwOOD POLE. 3 IN. ELECTRICAL CONDUIT PVC ELECTRICAL E ‘ ,
RISER AND BACK GUYS. | TELEPHONE - Wni tman. Requordr OpudmEmas e, | S MD 190 (RIVER ROAD) AND 1-495 RAMP 'C'
R. REMOVE EXISTING 40 FT. CLASS Il WOOD POLE. SIGNAL HEAD. SIGN AND BACK GUYS. GAS R and Associates. LLP ; N
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